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Singing Rock is climbing

SINGING
ROCK is clim-

bing–andwe live up
to this motto. Our com-

pany is located in Czech Re-
public near Krkonoše National Park

and Bohemian Paradise where are situ-
ated the amazing sand stone rock climbing areas.

Most of our staff are climbers, alpinists or back-
country skiers.”Crazy cools” with ice axes, haul bags,

skis and crampons. Most of them took their first steps
within the sand stone labyrinths of Bohemian Paradise and

hard granite of the Jizera Mountains. Some of them later continued
to the higher mountains or have specialized on sport climbing or bouldering. 

The Singing Rock Climbing Team has climbed hundreds of kilometres, as well as
fallen down hundreds of times. Supported by
a team of top climbers and mountaineers, we
are able to test and improve our products, de-
veloping functional as well as a high quality
climbing equipment. Fellipe Camargo, Carlos
Logrono, Dušan Janák, Dejan Koren, Stráníci
brothers, Luboš Mázl, Jitka Mázlová, Czech
mountain guides and others help us to test
and improve every product which is coming
from our factory. 
SINGING ROCK is always coming with new and
original solutions on the market. For the first
time in its history is introducing new “Ice Line”
– products intended for mountaineering and
ice climbing. These new products are just
a start point and will be extended very soon
with other tools for climbers who love ice and
snow. 
SINGING ROCK is also becoming more aware
about the environmental impact of our produc-
tion and products. We have committed to use
more eco-friendly materials which have less
impact on the environment. Products are pro-
duced from green raw materials and the team
of Singing Rock is engaged to clean up rock
areas and give conscience to future climber
generation to preserve our planet. Organic cot-
ton, organic bamboo or 100 % biodegradable
bags are just the examples of our green steps
towards a sustainable future.
SINGING ROCK is committed to bring you high
quality and highly-functional equipment with
minimal impact on the environment. 

SINGING ROCK STAFF
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KAPPA 
Lightweight and very durable helmet
for all climbing activities.
• universal size
• fully adjustable, fast and secure

adjustment system
• well ventilated
• simple and reliable
• two color options: grey, brick
Weight: 330 g
Size: 53-62 cm
More info on page 31

FACE
Special two parts crash pad with
innovated and unusual design.
Dimension: 116 x 95 x 10 cm
(3,8 x 3,1 x 0,3 ft.)
Weight: 3,7 kg (130,5 oz.)
More info on page 73

SHARK
Stainless steel ice screws for easy
placing into the ice or on the glacier
tours
• stainless steel
• high strength and persistence

against rust
• thin profile of the screw
• easy placement even in over-frozen

ice (under -10°C)
More info on page 39

WIZARD FREERIDE
Lightweight ice axe determined for 
demanding ski-mountaineering tours, 
or for moderate alpine ice and snow. 
• the pick is made of hardened Cr-Mo steel
• curved shaft
Length: 55 cm, 60 cm, 65 cm, 70 cm
Weight: 400–475 g
More info on page 37
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ALPAMAYO 12
Versatile semi-rigid crampons with
12 points for moderate technical terrain.
• 12 points
• versatile horizontal frontpoints

and more stable secondary points
• easily adjustable length without

any tool
• the frame is made of hardened

Cr-Mo steel
• includes Omega 12 snow plates
More info on page 38t
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From Ceuse I went to the Czech Republic
where I spent one week getting to know
the factory and the staff of SINGING ROCK
and also participating in some photo
shoots and videos in the famous Czech
sandstone area – and to be honest I was
afraid a lot! The protections are far from
each other and the style of climbing is very
different!I also spent 2 days in a very cool
bouldering area, in a forest and with sand-
stone (so they say), pretty much like Font!
But the weather didn’t help much, it rained
all week but it was possible to climb se-
veral boulders of 5 to 10. At least I got the
feeling of what the old school climbing was
like.

Felipe Camargo,
Singing Rock Climbing Team 

Felipe Camargo, Černá zmije (Xb), Baldrick, Labské údoli, Czech Republic • Photo: Petr „Pepe“ Piechowicz 
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Felipe Camargo I Brazilian top climber
on Czech sandstone



harnesses
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Rock&Lock
patented smart buckle system
Easy to lock and open: Only small
effort of your fingers is needed to
lock and open.
• Fast lace-through: Make the loop,
put it through the buckle frame,
hook the loop on cross bar and
tighten. It is easy as that.
• Smart function: Rock&Lock allows
you to put on your harness very
quickly
• Double safety: Webbing cannot
slip through Rock&Lock due to
safety loop at the end. Sponta-
neous opening of Rock&Lock is  vir-
tually impossible.
• Lightweight and extra strong.
• Excellent function in all-season
conditions: Function guaranteed even
when webbing is wet or frozen.

BMI
the adjusting system
Revolutionary size adjusting system
by SINGING ROCK.
You can easily adjust free end of
your waistbelt padding and fix it in
the right position and minimize so
called “sticking out” of padding incl.
the first gear loop in the line.
Suitable for situation as losing or
putting on your weight, putting
more dresses or changing of your
climbing seasons. The best position
is when buckle lies on padding and
BMI system doesn’t allow gear
loops to get out.
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* harnesses

WWW.SINGINGROCK.COM
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CRUX  C5040 NARA  C5042

High-performance sport climbing
harness 
• super light: 300g (size M) 
• ergonomic design: innovated con-

struction of the leg loops 
• innovated Rock&Lock buckle 
• reinforced tie-in points 
• padded waist belt and leg loops: 

breathable PES fabric with high
abrasion resistance + EVA foam 
perforated, holes 5mm diameter 
+ 3D fabric 

• trimmed technical textile increasing
the waist belt rigidity 

• BMI system 
Size: S, M/L, XL
Weight: 300g (size M) 

π 1019 • EN 12277 • ∫

Woman’s climbing and mountaineering
sit harness 
• ergonomic design: innovated con-

struction of the leg loops 
• bullhorn waist belt 
• longer belay loop 
• reinforced tie-in points 
• innovated Rock&Lock buckles 
• padded waist belt and leg loops: 

breathable PES fabric with high 
abrasion resistance + EVA foam 
perforated, holes 5mm diameter 
+ 3D fabric 

• slot for additional carabiner PORTER 
• trimmed technical textile increasing

the waist belt rigidity 
• BMI system 
Size: XS, S, M, L 
Weight: 380g (size M) 

π 1019 • EN 12277 • ∫

MIDI C5043

Multi-purpose fully adjustable sit
harness 
• ergonomic design: innovated con-

struction of the leg loops 
• innovated Rock&Lock buckles 
• reinforced tie-in points 
• padded waist belt and leg loops: 

breathable PES fabric with high
abrasion resistance + EVA foam
perforated, holes 5mm diameter
+ 3D fabric 

• slot for additional carabiner PORTER 
• trimmed technical textile increasing

the waist belt rigidity 
• BMI system 
Size: S, M/L, XL 
Weight: 440g (size M) 

π 1019 • EN 12277 • ∫

harnesses *
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NEMO  C5044 ATTACK  C5020

Sit harness for your small rock stars 
• ergonomic design: innovated

construction of the leg loops 
• innovated Rock&Lock buckles 
• reinforced tie-in points 
• padded waist belt and leg loops:

breathable PES fabric with high
abrasion resistance + EVA foam
perforated, holes 5mm diameter
+ 3D fabric 

• trimmed technical textile increasing
the waist belt rigidity 

• BMI system 
Size: K1, K2 
Weight: 330g (size K2) 

π 1019 • EN 12277 • ∫

All-around sit harness 
• comfortable, durable and affordable 
• reinforced tie-in points 
• belay loop – colored red – reduces

the risk of wrong tie-in‘s
• 3 rock&lock smart buckles 
• removable rear stretch straps 
• slots for attaching additional gear

holders
• BMI adjustment system 
• gear loops: 4 

Size: XS, S, M, L, XL, XXL 
Weight – M size: 460 g (± 15 g) •
16.2 oz (± 0.5oz) 

π 1019 • EN 12277 • ∫

GURU  C5041

All-around sit harness 
• ergonomic design: innovated

construction of the leg loops 
• innovated Rock&Lock buckles 
• reinforced tie-in points 
• padded waist belt and leg loops:

breathable PES fabric with high 
abrasion resistance + EVA foam
perforated, holes 5mm diameter
+ 3D fabric 

• slot for additional carabiner PORTER 
• trimmed technical textile increasing

the waist belt rigidity 
• BMI system 
Size: XS, S, M, L, XL, XXL 
Weight: 395g (size M) 

π 1019 • EN 12277 • ∫
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TOP  C5031

TOP
PADDED  C5032

harness for via ferratas, mountains 
and glacier walking
• lightweight harness 
• 3 rock&lock smart buckles 
• reinforced tie-in point 
• belay loop – colored red - reduces the

risk of wrong tie-in‘s
• gear loops: 1 

Size: UNI 
Weight: UNI size: 370 g (± 15 g) • 13.05
oz (± 0.5 oz)

π 1019 • EN 12277 • ∫

Harness for via ferratas,
mountaineering and glacier walking 
• lightweight harness with padded leg

loops for comfort 
• 3 rock&lock smart buckles 
• reinforced tie-in point 
• belay loop - colored red - reduces the

risk of wrong tie-in‘s
• safety (bomb-proof) gear loop 

Size: UNI 
Weight:  UNI size: 380 g (± 15 g) •
13.4 oz (± 0.5 oz) 

π 1019 • EN 12277 • ∫

FLAKE  C5045S 

Ultimate skitouring and mountaineering
harness
• innovated Rock&Lock buckle
• coloured belay loop, the strength 15 kN
• waist belt and leg loops panels are

made of breathable PES fabric with
high abrasion resistance and non 
absorbing property

• innovated construction of the leg
loops

• methodical and identification label
• braided gear loops with a load capacity

5 kg
• fixed bridge
• reflective straps and spots
• gear loops: 2

Size: S, M/L, XL
Weight: 240 g (size M/L) (± 15 g)

π 1019 • EN 12277 • ∫

Top C5031 Terra IIEasy Go XP lock

FERRATA PACKET M0008

harnesses *

This harness received 
the Bergsteiger award 
in an independent test
in the German mountain
magazine Bergsteiger
08/2011.



11

Carlos Logroño, Iceland • Photo: Israel Macià
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CANYON XP
C5030

DIGGER  S010 BOBINGO  C101

new canyoning harness 
• ergonomic design and padded waist

belt
• reinforced tie-in point
• belay loop - red color - reduced risk

of wrong tying-in
• 3 rock&lock smart buckles
• removable sit protector
• gear loops: 2
Size: S, M/L, XL
Weight: 575 g (± 15 g) •
20,3 oz (± 0,5 oz)

π 1019 • EN 12277 • ∫

speleo harness 
• ergonomic design
• fully adjustable waistbelt and leg

loops
• abrasion resistant cover on exposed

parts
• two special textile loops for light bat-

tery placing
• attachment point for jumar tightening

strap
• specially designed metal triangles for

maillon placing
Size: UNI
Weight: size UNI: 645 g (± 15 g) • 
22,3 oz (± 0,5 oz) 
Maillon rapid is not included.

π 1019 • EN 12277 • ∫

chest harness
Bobingo is designed to be used together
with a sit harness, optimising body posi-
tion while hanging or falling.
Do not use chest harness alone!
Size: UNI
Weight: size UNI: 240 g (± 15 g) •
8,5 oz (± 0,5 oz)

π 1019 • EN 12277 • ∫

TOP CANYON
C5029

New canyoning harness 
• lightweight
• no padding
• smart buckles Rock&Lock
• reinforced tie-in point
• belay loop - red color - reduced risk

of wrong tying-in

• removable sit protector 
• gear loops: 1
Size: UNI
Weight: size UNI: 380 g (± 15 g)
• 13,4 oz (± 0,5 oz) + SIT PROTECTOR

π 1019 • EN 12277 • ∫

canyoning
harnesses *

speleo
harness *

chest
harness *
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full adjustable full body harness
intended for rope courses and
adventure parks
• easy put on
• removable shoulder straps with

SPEED buckle
• anatomic waist belt and leg padding

perfectly fits man anatomy
• buckle with a captive bar matches

strict American standards (ANSI,
CSA). No webbingslippage
in a buckle. Its construction ensures
longtime operation and efficiency
(easy releasing and fastening even
when dirty and toughwebbing). Cor-
rosion resistance is tested
by salt spray test 48 hours

Size: XS-S, M-XL
Weight: 1530 g (M - XL) ± 15 g

π 1019 • EN 813 • EN 361

Kid full body harness is designed spe-
cially for children. It stabilizes the child’s
body in an upright position, preventing
the child from flipping upside down.
Designed for children up to 40 kg.
Size: UNI
Weight:  size UNI: 260 g (± 15 g) • 
9,17 oz (± 0,5 oz)

π 1019 • EN 12277 • ∫

KID C5014 TARZAN W0050BR

* fullbody harnesses

Guru
(only S, M, L, XL)

Hypnos
K0007EE

Buddy Chalk bag
Large
C0002BBX4

Chalk bag strap 
C309

Magnum
cube

GURU PACKET M0012XX

TARZAN LIGHT 
C5036BR
full adjustable full body harness
intended for rope courses and adventure
parks
• front attachment point for belaying

and rappeling according to EN 12277
type C

• easy to put on
• removable shoulder straps with

SPEED buckle
• anatomic waist belt and leg loops
• buckle with a captive bar matches

strict American standards (ANSI,
CSA). No webbing slippage in a
buckle. Its construction ensures long-
time operation and efficiency (easy
releasing and fastening even when
dirty and toughwebbing).

Size: UNI
Weight: 990 g (UNI) ± 15 g

π 1019 • EN 12277
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technical data *

HARNESSES
                                                                    size                                K1                           K2                          XS                          S                           

CRUX                                                          (M)          A      cm                                                                        65-75                     70-80                   
C5040                                                          300 g              in                                                                         25,5-29,5               27,5-31,5              
                                                                                   B      cm                                                                        49                          52                        
                                                                                          in                                                                         19                          20                        

MIDI                                                           (M)          A      cm                                                                        65-80                     65-80                   
C5043                                                          440 g              in                                                                         25,5-31,5               25,5-31,5              
                                                                                   B      cm                                                                        50-55                     50-55                   
                                                                                          in                                                                         19,5-21,5               19,5-21,5              

NARA                                                         (M)          A      cm                                                                        55-65                     60-70                   
C5042                                                          330 g              in                                                                         19,5-23,5               21,5-25,5              
                                                                                   B      cm                                                                        45-50                     45-50                   
                                                                                          in                                                                         17,5-19,5               17,5-19,5              

GURU                                                          (M)          A      cm                                                                        65-75                     70-80                   
C5041                                                          395 g              in                                                                         25,5-29,5               27,5-31,5              
                                                                                   B      cm                                                                        25,5-29,5               50-55                   
                                                                                          in                                                                         19,5-21,5               19,5-21,5              

NEMO                                                        (M)          A      cm           55-65                     60-70                                                                               
C5044                                                          330 g              in             19,5-23,5                21,5-25,5
                                                                                   B      cm           45-50                     45-50
                                                                                          in             17,5-19,5                17,5-19,5

ATTACK                                                     (M)          A     cm                                                                        65–75                    70–80                   
C5020                                                          460 g              in                                                                         25,5–29,5               27,5–31,5             
                                                                                   B      cm                                                                        45–50                    50–55                   
                                                                                          in                                                                         17,5–19,5               19,5–21,5             

FLAKE                                                        (M/L)       A      cm                                                                                                     65-80                   
C5045S                                                        240 g              in                                                                                                   25,5-31,5              
                                                                                  B      cm                                                                                                 50-55                   
                                                                                         in                                                                                                   19,5-21,5              

TOP                                                             UNI          A      cm                                                                                                   60–120                 
C5031                                                          370 g              in                                                                                                     24–47                   
                                                                                  B      cm                                                                                                   42–66                   
                                                                                         in                                                                                                     17–27                   

TOP PADDED                                           UNI          A      cm                                                                                                     60–120                 
C5032                                                          380 g              in                                                                                                       24–47                  
                                                                                  B      cm                                                                                                     42–66                  
                                                                                         in                                                                                                       17–27
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                         M                            L                             XL                           XXL                         norm                       CE

                         75-85                     80-90                     85-95                                                    EN 12277–C            CE 1019
                         29,5-33,5                31,5-35,5                33,5-37,5
                         55                          58                          60
                         21                          22                          23

                         75-90                     75-90                     85-100                   85-100                   EN 12277–C            CE 1019                        
                         29,5-35,5                29,5-35,5                33,5-39,5                33,5-39,5
                         60-65                     60-65                     65-70                     65-70                     
                         23,5-25,5                23,5-25,5                25,5-27,5                25,5-27,5

                         65-75                     70-80                                                                                  EN 12277–C            CE 1019
                         25,5-29,5                27,5-31,5
                         55-65                     60-65
                         21,5-23,5                23,-25,5

                         75-85                     80-90                     85-95                     90-100                   EN 12277–C            CE 1019
                         29,5-33,5                31,5-35,5                33,5-37,5                35,5-39,5
                         55-60                     60-65                     65-70                     65-70
                         21,5-23,5                23,5-25,5                25,5-27,5                25,5-27,5                

                                                                                                                                                  EN 12277–C            CE 1019

                         75–85                     80–90                     85–95                     90–100                   EN 12277–C            CE 1019
                         29,5–33,5               31,5–35,5               33,5–37,5               35,5–39,5                                              
                         55–60                     60–65                     65–70                     65–70                                                                                       
                         21,5–23,5               23,5–25,5               25,5–27,5               25,5–27,5                                                                                  

                         75-90                     75-90                     85-100                                                  EN 12277–C            CE 1019
                         29,5-35,5                29,5-35,5                33,5-39,5               
                         60-65                     60-65                     65-70                     
                         23,5-25,5                23,5-25,5                25,5-27,25              

                                                                                                                                                EN 12277–C            CE 1019
                                                                                   
                                                                                   
                                                                                   

                                                                                                                                                  EN 12277–C            CE 1019
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technical data *

                                                                    size                                S                            M                            M/L                         L                          

CANYON XP                                             (M/L)       A     cm           70–100                                                 80–110                   90–120                
C5030                                                          575 g              in             28–40                                                   32–34                     36–48                  
                                                                                   B      cm           42–66                                                   42–66                     42–66                  
                                                                                          in             17–27                                                   17– 27                    17–27                  

TOP CANYON                                           UNI          A      cm           60–120                                                                                                        
C5029                                                          380 g              in             24–47                                                                             
                                                                                  B      cm           42–66                                                                             
                                                                                         in             17–27                                                                             

DIGGER                                            UNI                                                                                                                                                        
                                                                         

S010                                                                645 g

BOBINGO                                         UNI                                                                                                                                                        
C101                                                                240 g

KID                                                              UNI          C     cm           100–120                                                                                                       
C5014                                                          260 g              in             40–47                   

TARZAN                                                    (M-XL)     A     cm           50-80                     50-80                     70-130                                               
W0050BR                                                     1530               in             20 - 31                   20 - 31                   27-51                                                 
                                                                                   B     cm           45-60                     45-60                     50-75                                                 
                                                                                          in             18-24                     18-24                     20-29                                                 
                                                                                   C     cm           145-165                 145-165                 160-205                                             

                                                                                                          UNI
TARZAN LIGHT                                        (UNI)        A     cm           60-130                                                                                                            
C5036BR00                                                  990                 in             24-51                                                                                                              
                                                                                   B     cm           35-70                                                                                                              
                                                                                          in             14-27                                                                                                              
                                                                                   C     cm           150-200                                                                                                          
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                         XL                           XXL                        norm                       CE

                                                                                     EN 12277–C            CE 1019
                                                                                                                    
                                                                                                                    
                                                       

                                                                                     EN 12277–C            CE 1019

                                                                                     EN 12277                CE 1019

                                                                                     EN 12277                CE 1019

                                                                                     EN 12277–B            CE 1019

                         70-130                   70-130                   EN 358, 813, 361    CE 1019
                         27-51                     27-51                                                    
                         50-75                     50-75                                                    
                         20-29                     20-29                                                    
                         160-205                 160-205

                                                                                     EN 12277-C             CE 1019
                                                       
                                                       
                                                       
                                                       



Lucie Hrozová I new Singing Rock Climbing Team member
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Lucie Hrozová, Law and Order M13+, Diebsöfen, Austria • Photo: Mirek Matějec



Victory in all rounds of the European Cup
Conquering one of the hardest dry tool
routes, Law and Order - climb of the year
Winner of the Czech Cup in the women's
category

Ice and dry tool
Overall: multiple champion of the Czech Re-
public and the Slovak Republic, several
medal positions in the World Cup (2009,
2010)

Sports climbing
• 4th place at the European Championship

(women, speed)
• Medal positions in the European Cup
• Multiple champion of the Czech Republic

(difficulty, speed, boulder)
• Champion of the Czech Republic in all

climbing disciplines
• Four rocks class 8b

An ice axe never falls far from the mountain. 

My dad was a mountain climber. I was eight
years old. At that time, what I was particu-
larly interested in were handsprings and
somersaults on the beam. The only moment
in the air was that one just before the land-
ing. But suddenly, I found myself standing
in front of the climbing wall, my eyes
sparkling. In awe of the great rock, I falter-
ingly begin to put on my sit harness, I pro-
ceed with first small steps upwards, I climb
to the top. At this moment, I had not yet
a slightest idea that one day, this would
mean everything to me. Yet, before they let
me down, I was sure I would never give up
this new love of mine.

Selected accomplishments:
2011: 2nd place in the overall World Cup
ice climbing rating (3rd, 2nd, 4th, 2nd)

19
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Route 44
experience the touch of the future
Route 44 is unique technology 
invented and patented by Singing
Rock. It opens new horizons for
braiding of climbing and static
ropes. Route 44 technology allows
blending of properties that were
considered impossible before. Rope
braided by using Route 44 technol-
ogy is more compact, softer and
above all it is more durable than
conventional rope.
All that is achieved by making no
compromises in using correct sheath
thickness, which is round-braided
by 44 carriers. These features com-
bine to give you better rope.

Thermo-
transfer
Thermotransfer end marking of
Singing Rock ropes. Thermo-trans-
fer etiquette is the special plastic
etiquette applied to the rope sheath
by the means of heat and pressure.
This marking id durable and does
not create any broad forms on ends
of ropes which can stack anywhere
very easy e.g. pulling down rope
from rappel station and so on.

Ultrasonic
an excellent way of rope ending
Our own special technology has
been used for the ends of the rope.
All SINGING ROCK ropes are ended
by a unique technology ULTRA-
SONIC. It means that the load-bear-
ing core and the protective sheath
are joined into a compact unit in the
last 15 mm of the rope.
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* dynamic ropes

• Single mountaineering rope produced
on 44-carrier machine (Singing
Rock's patented technology). 
High top product with balanced pa-
rameters.

• Great rope for the gym or crags with
shinny colour

• Rope is durable and pleasant to use.

• Thermotransfer end marking
• Middle marking
• Ultrasonic ending

π 1019 • EN 892 • ∫

• Single mountaineering rope produced
on 44-carrier machine (Singing
Rock's patented technology).
This unique technology gives to the
rope great handling, rope is compact,
low-weight and durability. 
Rope is easy to knot and unknot as
well.

• Ideal for sport climbing and hard
routes

• All technical parameters are in tune
with each other, giving Glory 9.8 mm
great handling.

• The rope is compact. Allowing minimal
inter-fiber friction and resulting in the
round crosssection.

• Rope is durable and pleasant to use.

• Thermotransfer end marking
• Middle marking
• Ultrasonic ending

π 1019 • EN 892 • ∫

GLORY 9.8 DRY L0324BY

GLORY 9.8 L0320YB

• Thermotransfer end marking
• Middle marking
• Ultrasonic ending

π 1019 • EN 892 • ∫

SCORE 10.1 L0360GG

• Extremely light and robust; it is ideal
for hard routes onsight, flash or red-
pointing were every gram counts.

• With our special Teflon® treatment Icon
9.3 is ideal for rock climbing, pumpy
routes and extreme ascents in the
mountains. We have used the latest
technologies and knowledge of our Re-
search & Development department.

• TEFLON® is applied on the ropes by
revolutionary nanotechnology. SBS
gives the rope better properties. Every
streak of the sheath is guided individ-
ually, not in a pair as usual. The sheath
is more resistant against breakage, but
on the other hand it is smoother.

• Treatment Teflon®

• Thermotransfer end marking
• Middle marking
• Ultrasonic ending

π 1019 • EN 892 • ∫

ICON 9.3 DRY L0384RX

ICON 9.3 L0380RX

• Thermotransfer end marking
• Middle marking
• Ultrasonic ending

π 1019 • EN 892 • ∫
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• The rope is made by Singing Rock
patented technology R44, which
gives to the rope well - balanced rate
of weight and diameter.

• All parameters are very much in tune
with each other. Rope is therefore
very compact. Rope is
durable, pleasant to use. Impact force
and number of falls are standard.

• The main feature of this rope is
thicker sheath with perfect abrasion
resistance. The rope is keeping
good handling. The most types of
belay devices are suitable for belay-
ing.

• Ideal for sport climbing, rocks and
gyms.

• Thermotransfer end marking
• Ultrasonic ending

π 1019 • EN 892 • ∫

RAVE 10.3 L0330RS

• Ideal rope for those who count every
gram

• Tested and certified according to 
EN 892 standard requirements as
half rope and twin rope.

• Lightweight and top parameters allow
wide using: Ice climbing and mix
routes, glacier and mountains. 
Quality without compromise. 

• TEFLON® is applied on ropes by revo-
lutionary nanotechnology. 

• Teflon® Treatment
• Thermotransfer end marking
• Ultrasonic ending

π 1019 • EN 892 • ∫

GEMINI 7.9  L3020

• The rope is made by Singing Rock
patented technology R44, which
gives to the rope well - balanced rate
of weight and diameter.

• All parameters are very much in tune
with each other. Rope is therefore
very compact. Rope is durable, pleas-
ant to use. Impact force and number
of falls are standard.

• The main feature of this rope is
thicker sheath with perfect abrasion
resistance. The rope is keeping good
handling. The most types of belay de-
vices are suitable for belaying.

• Ideal for areas with rough rocks and
indoor climbing

• Thermotransfer end marking
• Middle marking
• Ultrasonic ending

π 1019 • EN 892 • ∫

DURAN 10.4  L0340AX

dynamic ropes *
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* dynamic ropes

• Compact rope which has minimal
interfiber friction, thereby increasing
durability. 

• Tested and certified according to the
EN 892 standard requirements for
half ropes and twin ropes. 

• Weight, diameter and number of falls
are balanced in such a way that 
Accord 8.3 can be used as both a half
and twin rope. 

• Used in pairs, the climber can choose
between the twin rope technique or
half rope technique.  Whatever tech-
nique is required at the time. 

• Thermotransfer end marking
• Ultrasonic ending

π 1019 • EN 892 • ∫

ACCORD 8.3 L0510

Teflon®
permanent dry
Selected SINGING ROPES are pro-
duced with a DuPontTM TEFLON®

fabric protector license. Ropes pro-
tected by a TEFLON® layer have ex-
traordinary water and abrasion
resistance.
The TEFLON® layer also effectively
prevents the intrusion of dust parti-
cles into the rope structure and thus
increases its lifespan. 

Special Teflon®
The rope is protected with a very
stable organic resin based on or-
ganic fluoridated polymers. The re-
sulting protective fi lm reduces the
surface energy of the textile material
so much that it not only repels water,
but fatty substances as well. It also
prevents the penetration of dust par-
ticles into the internal structure of
the rope, protecting the inside of the
rope from damage. 
The TEFLON® layer gives our ropes
superior properties for use, espe-
cially in damp or abrasive environ-
ments where ordinary ropes are
vulnerable to serious damage. So,
dynamic ropes with TEFLON® finish-
ing have higher safety and longer life
than ever before.

Why do you need resistance to
water and abrasion?
Maximum water and abrasion resist-
ance are among the most important
requirements when choosing the
correct rope. Each dynamic rope is
exposed to the affects of moisture
and abrasion during its use – both of
these factors have a huge influence
on the climber´s safety.

Middle
marking
At half of the length, the rope is vis-
ibly marked by colour, which does
not affect the core structure and its
mechanical properties.
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STATIC 10,5
L0230WR white
L0230RR red
L0230BB black
L0230KK khaki

π 1019 • EN 1891 • ∫

STATIC 11
L0250WR white
L0250RR red
L0250BB black

π 1019 • EN 1891 • ∫ • NFPA

STATIC R44 10,5
L0430WR white
L0430RR red
L0430BB black
L0430KK khaki

π 1019 • EN 1891 • NFPA • ∫

STATIC R44 11
L0450WG white
L0450RR red
L0450BB black
L0450OO orange

π 1019 • EN 1891 • NFPA • ∫

STATIC 9
L0220WR white
L0220BB black

π 1019 • EN 1891 • ∫

Excellent static ropes of different diam-
eters are intended for rescuing the in-
jured, manipulation with objects and
rope access methods for work at a
height.
They meet the most exacting require-
ments, especially the best quality, that
the rescuers, firemen, specialists in
working at a height and other profes-
sionals require when working every day.

static ropes *
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* speleo ropes

* accessory cords

L0240WR

SPELEO 10,5
π 1019 • EN 1891 • ∫

L0440WR

SPELEO R44 10,5 
The cave explorers lay stress on the
maximum abrasion resistance and on the
high rope lifetime. The speleo ropes
SINGING ROCK keep their great
qualities even after the usage in the ex-
treme condition.
The working and speleo ropes meet the
EN 1891 regulations - Semi static ropes
with core sheathing.

π 1019 • EN 1891 • ∫

W2500 – 2 eyes
W2520 – 1 eye

STITCHED EYE
strength 30 kN
knot breaking force 18 kN
strength with the knots 15 kN/3 min.
elongation 3,2 %
max. impact force 6 kN
weight 79 g/m
sheath slippage 0 mm
shrinkage 3 %
diameter 11 mm
material PA
number of falls 50

lenghts on customer's request
colors: black, white

π 1019, EN 1891

W2608X – 8 mm
W2610X – 10 mm

TIMBER
ACCESSORY CORD
with sewn eyes
• rope diameter 8 a 10 mm
• the use of the PES/TECHNORA mate-

rial combination results in a better
thermal and mechanical resistance
of the sheath.

Length:
diameter 8 mm - 75, 80, 85, 100 cm
diameter 10 mm - 80, 85, 90, 100 cm

CE 1019 • EN 795B

L0041XX – L0081XX
ACCESSORY CORD
Suitable for a multitude of uses, SINGING
ROCK accessory cords are strong and
supple.
• easy handling
• strong
• multitude of uses
Diameters: 4, 5, 6, 7 and 8 mm

CE 1019 • EN564 • ∫

* special 
ropes
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W8100B
ROPE PROTECTOR
Protects rope sheath against abrasion
on rough surfaces and edges.
50/70/100/120 cm • 20/28/40/48 in
Material: PVC

W1027B
DEFENDER
Protects rope sheath against abrasion
on rough surfaces and edges.
Allows to put 2 ropes in.
80/120 cm • 32/48 in
Material: Cortex

X0004GB
THERMOCUTTER
Ideal machine for cutting the ropes and
accessory cords. Compact hand-held.
The blade heats quickly. For save and
fast cutting the ropes.

W001800
PANCAKE
Designed to improve hauling systems
and to make an ascent along the rope
easier.
Part of tackle systems:
• prevents from getting prusik knot

into the pulley
• ideal for hauling in bigwalls and dur-

ing rescue actions
Ascending along a fixed rope:
• prusik knot moves upwards without

hand intervention

ATTENTION: Pancake itself doesn´t en-
sure safety of prusik knot. Strength of
prusik knot depends on parameters of
both cord and rope!

Size: UNI
Weight: 15 g • 0,53 oz.

E0015XX
ROPEMARKER
When you need to mark your rope, use
SINGING ROCK Rope Marker
• with dark ink and easy-to-use design,

you'll never be left wondering in those
unsure situations

• when the middle marking fades you
can mark it again with this specially
formulated rope marker

• you can mark the center of ropes or
any other part of the harness or sling.

For use with: PA, PP, PES, PE. 

C0001BB
ROPE BAG
• With removable sheet
• Dimension of sheet is 137 x 137cm
• Hidden pocket for keys and money
• Shoulder straps are well padded
• Abrasion resistant material
• Keeps your rope and gear clean
• Extends a lifetime of your rack and

rope
• Brightly colored loops to keep your

rope untangled
Weight: 620g (±15 g)
Color: black

rope accessories *
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Some notes:
Type A rope - low stretch kernmantel rope
designed for general use by persons in rope
access including all kinds of work positio-
ning and restraint; in rescue and in caving
Type B rope - low stretch kernmantel rope
of a lower performance than type A ropes,
requiring greater care in use (standard does
not content other specification)

Static strength defined in the standard:
22 kN for the ropes of type A
18 kN for the ropes of type B
Another standard requirement says, the ma-
terial used for rope production shall have
the melting point higher than 195°C, so po-
lyethylene or polypropylene are not suitable
for the production of the ropes.

Rope elongation
The rope elongation shall not be higher
than 5%, tested by loading the rope for 3
min with 150kg load (pretension 50 kg)

Dynamic performance
Fall test with two meters long rope termi-
nated with figure-eight knots; fall factor 1.
The testing mass 100 kg for type A ropes,
80 kg for type B ropes.

DYNAMIC ROPES

ACCESSORY CORDS

SPELEO ROPES

                              code             strenght         knot breaking force   static elongation     number of falls          weight             type
                                                      kN                  kN                            %                                                            g/m                 
Static R44 10,5           L0430           35,8               22,3                          3,4                         >15                          72                   A
Static R44 11              L0450           34,7               20,3                          3,2                         >20                          77                   A
Static 9                      L0220           25,5               14,5                          3,5                         >8                            52,9                B
Static 10,5                 L0230           30,6               19,3                          3,3                         >10                          69                   A
Static 11                    L0250           37,8               24                            3,3                         >20                          80                   A
Stitched eye               W25              30                  18                            3,2                         >20                          79                   A

CE • EN 1891 • UIAA  packaging static ropes: pack - 30, 40, 50, 60, 70, 80, 100 m • coil - 100, 200 m

STATIC ROPES

                              strenght                   knot breaking force    static elongation        number of falls           weight                     
                                 kN                             kN                             %                                                                g/m                         
speleo R44 10,5          35,6                           22,1                          3,4                            >15                           72                           
speleo 10,5                 29,2                           18                             3,3                            >10                           69

CE • EN 1891 • UIAA  packaging speleo ropes: pack - 30, 40, 50, 60, 70, 80, 100 m • coil - 100, 200 m

                              diameter                   weight                       strenght                     length                        
coil                              mm                              g/m                             kN                               m                                ft
L0041                         4                                 11,8                            5                                 100                             328
L0051                         5                                 17,1                            6                                 100                             328
L0061                         6                                 22,0                            8                                 100                             328
L0071                         7                                 33,7                            12                               100                             328
L0081                         8                                 45,2                            15                               100                             328                                   
CE 1019 • EN 564 • UIAA                              

                 code          colour    length*                   diameter  weight  static elong.   dynamic elong.        falls  impact force  type
                                              m                                   mm      g/m                                                                        kN
Icon dry       L0384RX   red        30 – 80                          9,3        57              9,0%              33,9%           5               8,4   single
Icon             L0380RX   red        30 – 80                          9,3        57              9,0%              33,9%           5               8,4   single
Glory dry     L0324BY   yellow   30 – 80, 100, 200           9,8        62            7,90%            36,30%           6               8,9   single
Glory           L0320YB   yellow   30 – 80, 100, 200           9,8        62            7,90%            36,30%           6               8,9   single
Score          L0360GG  green    30 – 60, 80, 100, 200   10,1        66                7%            31,90%           8               9,1   single
Rave           L0330RS   red        30 – 70, 100, 200         10,3        66                7,7                   32           7               9,3   single
Duran          L0340AX   blue      30 – 60, 80, 100, 200   10,4        70                6%            31,30%         10               8,7   single
Accord         L0510       blue      30 – 70, 100, 200           8,3        43      9% / 6,4%       32% / 34%  5 / 15       5,9 / 9,7  half / twin
                  L0510       yellow   30 – 70, 100, 200           8,3        43      9% / 6,4%       32% / 34%   5 / 15       5,9 / 9,7  half / twin
Gemini        L3020       red        30 – 70, 100, 200           7,9        39       8% /7,3%       33% / 29%   5 / 16         5,7/8,3   half / twin
                  L3020       yellow   30 – 70, 100, 200           7,9        39       8% /7,3%       33% / 29%   5 / 16         5,7/8,3   half / twin

CE • EN 892 • UIAA • packaging dynamic ropes: pack - 30, 40, 50, 60, 70, 80, 100 m • coil - 200 m

* technical data



SINGING ROCK has been supported Czech
mountain guides since 2003. 
Some of them have been using, testing and
wearing out our company products most
intensively and in the most challenging
conditions. 
Thanks to their experience, adventures and
suggestions our company is able to work
on the reliable and safe harnesses, cara-
biners and other hardware. 
Since the foundation of ČAHV (Czech
Mountain Guides Association) some of the
members have risen to  become specialists
in rock climbing, ice climbing and mix climb-
ing, the others specialize in skitouring,
avalanches or free ride and a few of them
have been trying to climb the 8000  m
peaks. 

They and their clients help us to improve
current products and produce new ones.

28



UIAGM I Mountain Guide Tested
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Mont-Blanc, Chamonix, France Photo: Pavel Nesvadba
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helmets
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WWW.SINGINGROCK.COM

* helmets

C0052
KAPPA
• lightweight and durable
• universal size
• fully adjustable, fast and secure ad-

justment system
• adjustable chinstrap and headband for

a comfortable fit
• well ventilated
• four head lamp holders compatible

with any headlamp on the market
• simple and reliable
• two color options: grey, brick
Weight: 330 g
Size: 53-62 cm
Material:
ABS injection moulded outer shell
EPS inner structure
polyamid strap
π • EN 12492
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SINGING ROCK staff training, Suché skály, Czech Republic • Photo: Lukáš Neklan



C0049SW0
TERRA II GREY

C00490W0
TERRA II ORANGE

C00490W0
TERRA II GREEN

TERRA II
Climbing and mountaineering helmet 

Weight: 270 g  •  9,524 oz
Size: 51- 60 cm
Material: 
Shell: polycarbonate
Foam: polystyrene

Industrial: No
Mountaineering: Yes
Rock climbing: Yes
Speleology: No

Light helmet for all climbing activities.

• universal size
• fully adjustable
• lightweight
• well ventilated
• four head lamp holders compatible

with any headlamp on the market
• four color options

π • EN 12492

C0049BB0
TERRA II BLACK

33

* helmets
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Tatra double in Ganek – the first free as-
cent of Central corner in gallery of Ganek
in the Tatras mountains

Central corner in gallery of Ganek is one of
the significant routes in Tatras. First ascent
was made in 1980 by legends of climbing
in Tatras brothers Pavel and Ondrej
Pochyly and J. Hradecky (Pavel for example
finished solo new route Ideal diretissima in
Eiger in fifteen days in winter 1983).
Twenty one years later Dušan „Stoupa“
Janák and Pavel „Bača“ Vrtík made first
free ascent of the route (9.-11.3.2011).
The hardest free climbing is in the eighth
grade of UIAA scale. The hardest mix pitch
(it is climbed with crampons and ice axes)
was graded M8-. Bača and Stoupa climbed
all pitches in sporting style OS or PP. From
galery of Ganek they moved under the
south face of Great Ganek and climbed
there OS route Kaufman-Suchy (formerly
VI A2, now VI+) at 12.3.2011.

Dušan "Stoupa" Janák & Pavel "Bača" Vrtík
I Tatra double in Ganek
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ice axes & leashes
crampons & screws
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RK002BS
ALPIN TOP
ALPIN TOP is a classic construction
mountaineering ice axe for glacier tours
and easy ascents.
Description:
• pick made of hardened Cr-Mo steel
• straight handle
• lower pick from hardened Cr-Mo steel
• leash CLASSIC included
Length: 60 cm, 65 cm, 70 cm, 75 cm
Weight: 490– 550 g
CE 1015 • EN 13089:2002

RK001BH
WIZARD FREERIDE
WIZARD FREERIDE is the lightweight ice
axe determined for demanding ski-moun-
taineering tours, or for moderate alpine
ice and snow. The main advantage of the
ice axe Wizard Freeride is the minimal
weight and high resistance. The head
with adze is made out of high-quality Cr-
Mo steel.
Description:
• the pick is made of hardened Cr-Mo

steel
• curved shaft
• leash FREEHAND or MINOR not

included
Length: 55 cm, 60 cm, 65 cm, 70 cm
Weight: 400–475 g
CE 1015 • EN 13089:2002

RK102XT00
FREEHAND
Padded leash with minimal weight, easy
manipulation and very comfortable use.
Closing of the leash can be regulated by
a buckle.
Strength: 2,5 kN
Weight: 100 g

RK104XT00
RINGO
Short leash for ALPIN TOP
ice axe.
Weight: 25 g

RK101XT00
MINOR
Short leash for Wizard Freeride
ice axe
Weight: 26 g

* ice axes & leashes
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RK200XH00
ALPAMAYO 12
Versatile semi-rigid crampons with 12
points for moderate technical terrain.
Available with three binding systems:
classical binding system for use with
trekking boots (Classic), with a heel
binding lever for boots without a front
toe welt (Rapid) or with a quick binding

system with a heel lever and a toe bail
wire for technical boots (Quick).
Description:
• 12 points
• versatile horizontal frontpoints and

more stable secondary points
• the frame is made of hardened Cr-Mo

steel

• joint construction
• easily adjustable length without any

tool
• includes Omega 12 snow plates
CE • EN 893:2000

RK200XH00C
ALPAMAYO 12 C
Weight: 950 g
Size: 39–47

RK200XH00R
ALPAMAYO 12 R
Weight: 1050 g
Size: 39–47

RK200XH00Q
ALPAMAYO 12 Q
Weight: 1045 g
Size: 39–47

crampons *

Mont-Blanc massive, Chamonix, France • Photo: Borek Nechanický
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SHARK
Stainless steel ice screws for easy place-
ment into the ice or on the glacier tours
• stainless steel
• high strength and persistence against

rust
• four high-quality sharp teeth
• Thin profile of the screw
• easy placement even in over-frozen ice

(under -10°C)

RK301XS017
SHARK L17
Weight: 150 g
Length: 170 mm
CE 1015 • EN 568:2008

RK301XS022
SHARK L22
Weight: 180 g
Length: 220 mm
CE 1015 • EN 568:2008

RK300XB00
QUICK
The handle Quick serves for
fast and easier placement
ice screws Shark into the ice

RK301XS012
SHARK L12
Weight: 120 g
Length: 120 mm

* ice screws
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Luboš Mázl, Dobří holubi se vracejí Xb, tower Holoubek, Teplice rocks, Czech Republic • Photo: Petr "Pepe" Piechowicz

Sandstone Climbers
Singing Rock in collaboration with Twin Star
Film and Tilak is preparing a unique fi lm
about the history and nowadays climbing
on Czech sandstones.

We have asked one of the fi lm protago-
nists, Luboš Mázl, Singing Rock Climbing
Team member, about the route where some
shooting took place:
What route did you choose for shooting?
I chose “Dobří holubi se vracejí” Xb located
in Teplice rocks and leads to a hardly ac-
cessible Holoubek tower.
Why this route, why is it so interesting?
This route was started some twenty years
ago by local climbers but it was only in
2008 when it was finished. It was brought
to this world by T. Sobotka and L. Mázl and
the first ascent in a nice style (flash) goes
to K. Cicvárek. The route belongs to three
edges of the Teplice Trilogy.
Whom would you recommend the route?
To all who like to climb over smooth edges.

The forthcoming Sandstone Climbers fi lm
will have its world premiere at the Interna-
tional Mountaineering Film Festival in
Teplice nad Metují in August 2012. Come
and see...



Luboš Mázl I sandstone climbers
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KEY-LOCK
for easy manipulation
Key lock is an extremely simple and
ingenious locking system that
solves the problems associated
with the traditional design of cara-
biners.
It eliminates any risk of ropes or
slings becoming entangled in the
gate or in the carabiner nose when
it is being connected or released.
Neither the gate, which is com-
pletely cylindrical, nor the nose has
any sharp edges. Ropes and slings
do not, therefore, come into the
contact with any cutting edges.

HOT FORGING
The latest technology in manufac-
turing carabiners, where the alu-
minum alloy is heated to reach very
plastic state when being forged, in
other words when it takes the final
shape. This allows the metal to be
formed more easily and to be
moved to the areas where it is
needed and removed from the
areas where it is not needed.
In comparison with cold forged bin-
ners the hot forged binners are
lighter, more resistant and trustily.

carabiners

UNIQUE
PRODUCTION
NUMBER
identification of metal parts
For better traceability and inspec-
tion recording the Singing Rock
metal parts are marked with the
unique production number.
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* carabiners

K0009EE00
VISION/straight
Our lightest carabiner for your most
difficulty ascents.  
with wire gate, anodized
ª 25 kN  º 7 kN  Ω 8 kN
gate opening (d) 19 mm
33 g (1,16 oz.)
CE 1019 • EN 12275 • ∫

K0025EE00
VISION/bent
Our lightest carabiner with bent gate for
easy rope clipping.  
with wire gate, anodized
ª 25 kN  º 7 kN  Ω 8 kN
gate opening (d) 19 mm
33 g (1,16 oz.)
CE 1019 • EN 12275 • ∫

K0010EE00
K0010BB00 black matt

EXTASY/bent
Robust, universal carabiner with bent
gate for easy rope clipping. 
key lock, anodized
ª 25 kN  º 8 kN  Ω 10 kN
gate opening (d) 20 mm
47 g (1,65 oz.)
CE 1019 • EN 12275 • ∫

K0011EE00
K0011BB00 black matt

EXTASY/straight
Robust, universal carabiner with key lock
for easy clipping on gear loops and ef-
fortless handling. 
key lock, anodized
ª 25 kN  º 8 kN  Ω 10 kN
gate opening (d) 20 mm
47 g (1,65  oz.)
CE 1019 • EN 12275 • ∫

K0013EE00
EXTASY WIRE/
straight
Lighter version of EXTASY carabiner with
wire gate.
with wire gate, anodized
ª 25 kN  º 8 kN  Ω 10 kN
gate opening (d) 22 mm
43 g (1,51 oz.)
CE 1019 • EN 12275 • ∫

K0020EE00
EXTASY WIRE/bent
Lighter version of EXTASY carabiner with
wire
bent gate.
with wire gate, anodized
ª 25 kN  º 8 kN  Ω 10 kN
gate opening (d) 22 mm
43 g (1,51 oz.)
CE 1019 • EN 12275 • ∫

K0018AA00
K0018BB00 - black matt

OZONE/triple kock
Oval carabiner, key lock, triple lock
ª 26 kN  º 9 kN  Ω 7 kN
gate opening (d): 21 mm
85 g (3 oz.)
unique production number
CE 1019 • EN 362 • EN 12275

K0016AA00
K0016BB00 - black matt

OZONE/screw
Oval carabiner, key lock, screw gate
ª 26 kN  º 10 kN  Ω 7 kN
gate opening (d): 21 mm
80 g (2,82 oz.)
unique production number
CE 1019 • EN 362 • EN 12275

K0017AA00
K0017BB00 - black matt

OZONE/TWL
Oval carabiner, key lock, twist lock
ª 26 kN  º 9 kN  Ω 7 kN
gate opening (d): 21 mm
85 g (3 oz.)
unique production number
CE 1019 • EN 362 • EN 12275

OZONE CARABINERS
Ozone has been designed to be used
with pulleys, ascenders and descenders:
its almost oval shape makes the cara-
biner easy to turn around in slings or
belay station as well..
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K0007EE00
HYPNOS/screw
Light and compact HMS carabiner for be-
laying by münter hitch or with tube. For
better gear management the gates are
in different colors.
with screw gate, key lock, anodized
ª 22 kN  º 7 kN  Ω 7 kN
gate opening (d) 21,5 mm
71 g (2,49 oz.)
unique production number
CE 1019 • EN 12275 • EN 362 • ∫

K0008EE00
HYPNOS/TWL
Light and compact HMS carabiner for be-
laying by münter hitch or with tube. For
better gear management are the gates
are in different colors. 
with twist lock, key lock, anodized
ª 22 kN  º 7 kN  Ω 7 kN
gate opening (d) 21,5 mm
75 g (2,63 oz.)
unique production number
CE 1019 • EN 12275 • EN 362 • ∫

K0012EE00
EXTASY/screw
Our smallest screw carabiner for all ver-
tical activites. For better gear manage-
ment the gates are in different colors.
with screw gate, key lock, anodized
ª 25 kN  º 8 kN  Ω 10 kN
gate opening (d) 17 mm
52 g (1,82 oz.)
unique production number
CE 1019 • EN 12275 • EN 362 • ∫

K0019EE00
HYPNOS/
triple lock
Light and compact HMS carabiner
for belaying by münter hitch or with
other devices.
• with triple lock, key lock, anodized
ª 22 kN º 7 kN Ω 7 kN
gate opening (d) 21,5 mm
75 g • 2,63 oz.
unique production number
CE 1019 • EN 12275 • EN 362 • ∫

carabiners *
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K4280PP
D BAR CARABINER/
screw gate
with screw gate
and captive bar, polished
ª 30 kN  º 9 kN  Ω 11 kN
gate opening (d) 19 mm • 76 g
unique production number
CE 0333 • EN 362 • EN 12275 • ∫

K4290PP
D BAR CARABINER/
twist lock
with twist lock
and captive bar, polished
ª 30 kN º 9 kN Ω 11 kN
gate opening (d) 19 mm • 81 g
unique production number
CE 0333 • EN 362 • EN 12275

K9000BB03
PORTER                 
Plastic holder for racking ice screws,
pitons and industrial tools.
• for racking ice screws, pitons and in-

dustrial tools on the harness
• easy clipping and un-clipping
• the nose on the upper part allows to

set away some staff in order to ac-
cess staff on the bottom.

• rubber part fixes the Porter on place
and prevent it from rotation

WARNING: NOT FOR CLIMBING!
The Porter is NOT load-bearing! It is not
designed to hold human´s weight.
Do not use it for protection or belaying.

Max. load: 5 kg
Weight: 32 g
Color: black

K5052EE00
MINI PEAR
mix colour • 16 g 
gate opening (d) 11 mm
not for climbing

K5182EE00
MINI D
mix colour • 25 g
gate opening (d) 14 mm
6 kN
not for climbing

* carabiners

* accessory carabiners
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K6601E011
EXTASY
Quickdraw with a straight key lock gate
and bent gate carabiners.
Quickdraw for rock experts.
22 kN
Dyneema webbing 11 mm
Weight: 108 g / 3,81 oz

K6603E011
EXTASY/wire
Light set with a straight
and bent wire gate carabiners.
Quickdraw for your quick alpine style.
22 kN
Dyneema webbing 11 mm
Weight: 95 g / 3,35 oz

K6602E011
EXTASY/mix
Quickdraw with a straight key lock gate
and bent gate carabiners.
Ideal partner for allround climbing
22 kN
Dyneema webbing 11 mm
Weight: 101 g / 3,85 oz

K6950**
ARTWALL SET
13, 16, 20, 30 and 60 cm /
4, 6, 8, 12 and 24 in • steel
Reflecting the experience of many
climbers on artificial walls, the Artwall
set brings the new evolution of climbing
in the Gym.
The body of carabiner is made of steel
and gate is wire.
Captive bar minimizes flipping over the
carabiner. Both connectors eliminate
a theft.
Strenght / Closed gate: 25 kN
Polyamide webbing 20 mm.

K6604E011
VISION
Ultra light set with a straight and bent
wire gate carabiners.
Ideal partner for lightweight style.
22 kN
Dyneema webbing 11 mm
Weight: only 75 g  / 2.64 oz

K6608E011
EXTASY
QUICKDRAW SET 5+1
SINGING ROCK Extasy quickdraw set
gives you six of our Extasy quiickdraws
that combine the smooth clipping and
cleaning of the Extasy carabiner with the
straight and bent gate.

CE 1019 • EN 566 • EN 12275

quickdraws *
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Monika Kühn-Gaberová, Frankenjura, Germany • Photo: Borek Nechanický
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K4080ZO
D STEEL CONNECTOR/
screw
with screw gate, key lock, zinc plated
ª 50 kN  º 13 kN  Ω 20 kN
gate opening (d) 25 mm • 255 g (9 oz.)
unique production number
CE 1019 • EN 362 

K4241ZO07
OVAL STEEL
CONNECTOR/
triplelock
Triple lock gate, key lock, zinc plated
gate opening (d) 18 mm
195 g (6.88 oz.)
ª 30 kN  º 9 kN  Ω 8 kN
unique production number
CE 1019 • EN 362

K4081ZO
D STEEL CONNECTOR/
triplelock 
with triple lock gate, key lock, zinc plated
ª 50 kN  º 13 kN  Ω 20 kN
gate opening (d) 25 mm • 267 g (9,42 oz.)
unique production number
CE 1019 • EN 362

K4241Z005
OVAL STEEL
CONNECTOR/screw
with screw gate, key lock
ª 30 kN  º 9 kN  Ω 8 kN
gate opening  (d) 18 mm
zinc-plated • 176 g (6,21 oz)
unique production number
CE 1019 • EN 362

K82210Z
MAILLON 
BIG DELTA
D 10 mm • 25 kN
gate open. (d) 12 mm
zinc-plated
151 g (5,33 oz.)
CE 0082 • EN 362
EN 12275

K82006Z  
MAILLON 
MINI OVAL
D 6 mm • 4 kN
gate open. (d) 7,5 mm
zinc-plated
33 g (1,16 oz.)

K82008Z 
MAILLON 
SMALL OVAL
D 8 mm • 25 kN
gate open. (d) 11 mm
zinc-plated
77 g (2,72 oz.)
CE 0082 • EN 362 
EN 12275

K82207Z 
MAILLON 
SMALL DELTA
D 7 mm • 4 kN
gate open. (d) 11 mm
zinc-plated
60 g (2,12 oz.)

K82310Z 
MAILLON
BIG D
D 10 mm • 25 kN
gate open. (d) 12 mm
zinc-plated
144 g (5,08 oz.)
CE 0082 • EN 362
EN 12275

steel connectors *

steel maillons *
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* technical data
CARABINERS

code      colour / surface        material   EN12275  EN362      ª      º       Ω      gate open.   weight
                                                          sport         work         kN     kN      kN     mm             g         oz

HYPNOS / screw K0007EE00      titanium         Al alloy    •               •              22     7        7       21,5           71       2,49
K0007BB00      black             Al alloy    •               •              22     7        7       21,5           71       2,49

HYPNOS / TWL K0008EE00      titanium         Al alloy    •               •              22     7        7       21,5           75       2,63
K0008BB00      black             Al alloy    •               •              22     7        7       21,5           75       2,63

HYPNOS / triple lock K0019EE00      titanium         Al alloy    •               •              22     7        7       21,5           75       2,63
k0019BB00      black             Al alloy    •               •              22     7        7       21,5           75       2,63

EXTASY / bent K0010EE00      yellow           Al alloy    •               –             25     8        10     20              47       1,65
K0010BB00      black             Al alloy    •               –             25     8        10     20              47       1,65

EXTASY / straight K0011EE00      titanium         Al alloy    •               –             25     8        10     20              47       1,65
K0011BB00      black             Al alloy    •               –             25     8        10     20              47       1,65

EXTASY / screw K0012EE00      titanium         Al alloy    •               •              25     8        10     17              52       1,82
K0012BB00      black             Al alloy    •               •              25     8        10     17              52       1,82

D STEEL / screw K4080ZO          zinc-plated     steel        –              •              50     13      20     25              255     8,93
D STEEL / triple lock K4081ZO          zinc-plated     steel        –              •              50     13      20     25              267     9,35
OVAL STEEL / screw K4241ZO          zinc-plated     steel        –              •              30     9        8       18              176     6,21
OVAL STEEL / triple lock K4241ZO07      zinc-plated     steel        –              •              30     9        8       18              195     6,9
D BAR / screw gate K4280PP          silver             Al alloy    •               •              30     9        11     19              76       2,91
D BAR / TWL  K4290PP        silver            Al alloy    •               •             30     9        11     19             81
OZONE / screw K0016AA00      blue              Al alloy    •               •              26     10      7       21              76       2,82

K0016BB00      black             Al alloy    •               •              26     10      7       21              76       2,82
OZONE / TWL K0017AA00      blue              Al alloy    •               •              26     9        7       21              85       3

K0017BB00      black             Al alloy    •               •              26     9        7       21              85       3
OZONE / triple lock K0018AA00      blue              Al alloy    •               •              26     9        7       21              85       3

K0018BB00      black             Al alloy    •               •              26     9        7       21              85       3
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Torres del Paine 2011

On February 17th another epic weather
window came, this time I wanted to push
my limits solo and face my deepest fear.
For this I chose Monzino route which fol-
lows the southern ridge of the north tower.
I had previously climbed it in 2008. If the
weather is fine, I could at least give it
a good try, I thought.
I woke up at 2 a.m. and after breakfast
I hiked up to the base of the climb high up
the Silencio valley. I was in a state of high
awareness hard to describe… there was
not time, my only partner was the sound
of my heart and the wind had disappeared
when I was climbing towards the col in be-
tween the central and north tower! There
was not even a breeze. Then I reached the
col.
Motivated and without hesitation, I rope
soloed a single 65m pitch after the col,
which went up to 5 10-, after this, free
soloed all the way to the summit block,
which I rope soled too!

I was lying in the sun... hard to believe! My
Spanish friends Pedro and Adrian almost
died escaping from a very strong storm 3
days before my climb. After all that, life
smiles again!

In total I spent 4 hours from the beginning
of the climb to the summit and 14 hours
base camp to base camp. I actually did not
want to climb fast or break any record;
I made my way up completely safe, feeling
before moving again, making sure that the
decision taken was the right one! Fighting
against mediocrity and laziness, trying to
do everything as perfect as I was able to.
Giving me the opportunity to learn and
push myself further.

MANY THANKS TO SINGING ROCK AND ER-
ATIC ROCK PATAGONIA FOR MAKING THIS
POSSIBLE.

Sebastian Munoz,
SINGING ROCK AMBASSADOR



Sebastian Munoz I Torres del Paine 
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Fitz Roy massif Cerro Fitz Roy, Aquja Poincenot, Aguja Saing Exupery, Argentina • Photo: Olga Munoz
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pulleys, ascenders
belay & anchor devices
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* pulleys

K6380BB
TANDEM PULLEY
25 kN 
max. Ø rope:
static and dynamic rope: 13 mm
steel cable: 12 mm
sheave: stainless
• steel roll bearing
• weight: 270 g
unique production number 

CE 0333 • EN 12278

Pulleys of various construction
for rescue activities or heavy weights
lifting.
New pulleys available from 09/2012.

K0040EE00
K0040BB00 – black version

PULLEY MINI ROLL
• small, lightweight and durable

pulley for various uses.
• designed mainly for hauling

systems.
22 kN
max. Ø rope: 13 mm
static and dynamic ropes
sheave: light-alloy, diameter 20 mm 
bearing: self-lubricating bushing
weight: 87 g
unique production number 

CE 1019 • EN 12278

K0041EE00
K0041BB00 – black version

PULLEY EXTRA ROLL
• durable and lightweight pulley
• designed and optimized for use with

a Prusik friction knot
• attachment point accepts up to

three carabiners.
• ball bearings and large sheave diam-

eter for high-efficiency
32 kN
max. Ø rope: 13 mm
static and dynamic ropes
sheave: light-alloy, diameter 48 mm
ball bearing
working load: 2x 3 kN
weight: 255 g 
unique production number 

CE 1019 • EN 12278

K0042EE00
K0042BB00 – black version

PULLEY TWIN ROLL
• durable and lightweight pulley
• designed and optimized for use with

a Prusik friction knot
• attachment point accepts up to

three carabiners.
• ball bearings and large sheave diam-

eter for high-efficiency
36 kN
max. Ø rope: 13 mm
static and dynamic ropes
sheave: light-alloy, diameter 48 mm
ball bearing
working load: 4x 3 kN
bottom attachment point: 12 kN
weight: 424 g
unique production number  

CE 1019 • EN 12278

WWW.SINGINGROCK.COM
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K030DSD30
DOUBLE STOP
Descender with double locking and anti-
panic system: self-breaking in case of ac-
cidental loss of descent control. Sensitive
handle enables smooth descent without
harmful rope twisting.  Also suitable for
works at a height and for emergency self
evacuation. 
Ø rope 11 mm
for rescue situation according to EN 341  
Ø rope 10 - 12 mm
for working situations according
to EN 12841  

Size: UNI • Weight: 340 g
CE 0123 • EN 341 • EN 12841 

K6392BB
LIFT LEFT
Hand ascender for
safe and smooth ascent
Ø rope 8 - 13 mm
Size: UNI
Weight: 260 g
CE 0333 • EN 567

K6391BB
LIFT RIGHT
Hand ascender for
safe and smooth ascent
Ø rope 8 - 13 mm
Size: UNI
Weight: 260 g
CE 0333 • EN 567

LIFT is a perfect choice for big wall or mountaineering endeavors. Engineered for com-
fort, the handle opening is extra-wide to accommodate gloved hands. Works with
8 mm - 13 mm ropes.

K6400BB
CAM CLEAN
Chest ascender for safe
and smooth ascent
Ø rope 8 - 13 mm
Size: UNI • Weight: 140 g
CE 0333 • EN 567

ascenders *

descenders *
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* belay devices

K6132EE
K6132BB black matt

BUDDY
Buddy is light and compact belay tube.
For all round climbers.
Designed for ropes 7,8 - 11 mm
mix color • 54g • 1,91 oz.)

K6021EE
K6021BB  black matt

FIGURE 8 M
Designed for ropes of smaller diameters.
25 kN • color mix • 104 g (3,67 oz.)

• for ropes of various diameters
• many color variants
• easy rappelling
• effective heat distribution

K6031EE
K6031BB black matt

FIGURE 8 L
Designed for ropes of bigger diameters.
30 kN • color mix • 125 g (4,41 oz.)

M0200XX00
BUDDY SET
Buddy is light and compact tube and
with HYPNOS HMS screw gate, key lock
carabiner creates superb unit for belay-
ing in gyms, walls, rock and on moun-
tains.
Simply anywhere! 

Designed for ropes 7,8 - 11 mm
Color mix
125 g (4,41 oz.)

K6140EE00
K6140BB00 black matt

SHUTTLE
belay and rappel device
One device to do it all, the Shuttle offers
maximum versatility. It has a groove, de-
signed and shaped to provide equal fric-
tion for both thin and thick ropes. When
you’re belaying from above, the “guide
mode” lets you bring up one or two sec-
onding climbers under control. For low-
ering, it has a small secondary hole that
you can clinch carabiner for or sling more
leverage to release the device.

• designed for twin, half and single
ropes

• lightweight and compact, only 65 g
• V-grooves for high friction when be-

laying the leader or rappeling
• self locking function when belaying

the second
• eye for releasing the weight
• possibility of simultaneous belaying

two climbers 

Weight: 65 g / 2.29 oz
Rope diameter: 7.8 – 10.5 mm
Material: Light alloy



56

Elephant Rock, Algeria • Photo: Martin "Matis" Horák



57

K6370BB
RIGGING PLATE 1/3
Helps to organize carabiners at a stand-
point. Efficient force distribution at dif-
ferent load directions.
Rounded holes allow to attache ropes di-
rectly to rigging plate (any hole).

Strength: 36 kN
Size: 5 mm
Weight: 69 g (2.45 oz.)
light alloy • black matt
CE 0333

K702X10 10 mm
K702X12 12 mm

HANGER PLATE
Stainless steel hanger plate for perma-
nent anchor point
• loop for two carabiners
• stainless steel plate with 3 mm

thickness

Strength: 25 kN
Weight: 45 g (1.60 oz.)
EN 959 • EN 795

K00300G00
TWISTER
Innovated rotating anchor
Placed between a load and either rope
or cable, the twister avoids severe rope
twisting while the load turns.

Working load: 4 kN
Strength: 22 kN
Weight: 91 g (3,25 oz.)
Color: anthracite/yellow
unique production number
CE 0321 • EN 354

K6371BB
RIGGING PLATE 3/5
Helps to organize carabiners at a stand-
point. Efficient force distribution at dif-
ferent load directions.

Strength: 45 kN
Size: 7 mm
Weight: 150 g (5.30 oz.)
light alloy • black matt
CE 0333

Rigging plates help to organise carabiners
at a standpoint. Efficient force distribu-
tion at different load directions.

K0006RP00
REDBLOCK
Stainless steel hanger plate for perma-
nent anchor point
• loop for two carabiners
• stainless steel plate with 3 mm

thickness

Strength: 25 kN
Weight: 45 g (1.60 oz.)
unique production number
CE 1019

K703010
GLUE IN ANCHOR
Stainless steel permanent anchor point.
The pointed end allows the distribution
of the glue in the hole (12 mm diameter)
thus guaranteeing a solid anchor point.
Easy to insert.

Length of shaft: 80 mm.
Weight: 120 g (3.18 oz.)
EN 959 • EN 795

* anchor devices
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Carlos Logroño, Mexico • Photo: Marcos Ferro Tarasiu



Carlos Logroño I In a country far away
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The type of climbing is very characteristic,
you will find all kind of handholds and rock
is very special. It is a conglomerate of dark
gray basalt with an incredible texture.
The best time to climb is during the months
October through May when there is less
rain and temperature is usually around 10
- 15 C0, which is ideal for the practice of
our sport.
During this trip we climbed many hard
routes but one of the best is Beell Tuunich
8b + This route has all characteristics of
this area: dynamic steps, small holds, slip-
pery and very small footholds so you have
to trust your climbing shoes. 
To success in this area you have to rely
trust on your gear. High quality harnesses,
ropes and carabiners. Singing Rock sup-
ported me with this equipment and thanks
to its lightness, strength and comfort it
gave me a psychological help and I could
focus only on climbing and nothing else. 

Carlos Logrono,
Singing Rock Climbing Team

Travel throw “el charco” and get to know
Mexico may be the purpose of your next
climbing trip. 
There are many reasons to visit Mexico. One
of them is a traditional beach vacation to
the Pacific or the Caribbean or the tradition
of drinking tequila and eating tacos. An-
other may be the cultural reason. There are
many archeological places which were built
around 1500 BC or those that emerged
after the Spanish colonization.  And in be-
tween other reasons, why not, the climbing
trip.
Climbing in Mexico became international
since the area Potrero Chico has been
bolted in the north of country. So I went
there and other destinations for my climb-
ing trip were the climbing areas in the Mid-
west and especially at the area Jilotepec.
Ji lotepec area is about 100 km from the
capital Mexico City and has the biggest con-
centration of the hard routes in Mexico, en-
countering difficulties ranging from 4 to
8c +. 
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slings and via ferrata sets
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* slings

C2419
SAFETY CHAIN
16 mm polyamid webbing
lengths: 120 / 140 cm
strenght: 22 kN sling / 3,5 kN individual
loop

Innovated „daisy chain”:
Innovated device, “double loop at the
end”, which provides a safe, adjustable
attachment of the climber to the anchor
point. 16 mm webbing in the form of an
adjustable lanyard which avoids DAN-
GEROUS use of the traditional daisy
chain.
“Safe way to shorten your adjustable
lanyard to any loop without using more
than one carabiner or unclip the first
loop”

Safety Chain can be shortened to any
loop safely.

• 11 loops safetychain 140 cm / 56 in
• 9 loops safetychain 120 cm / 48 in

CE 1019 • EN 566 • ∫

C2085
QUICKDRAW SLINGS
22 kN
width: 16 mm
lengths: 11, 13, 16, 20 and 30 cm / 
4.4, 5.2, 6.4, 8 and 12 in
material: polyamid
CE 1019 • EN 566

C2000
QUICKDRAW SLINGS
22 kN
width: 11 mm
lengths: 11, 13, 16, 20 and 30 cm /
4.4, 5.2, 6.4, 8 and 12 in
material: dyneema
CE 1019 • EN 566 • ∫

C2075
SLINGS 16 MM
22 kN
A light and strong nylon slings available
from 60 to 150 cm.
width: 16 mm
lengths: 60, 80, 120 a 150 cm /
24, 32, 48, 60 in
CE 1019 • EN 566 • ∫

C2001
DYNEEMA SLINGS           
22 kN
Light, thin and still very strong.
These 11 mm slings are ideal for all ap-
plications
were weight and strenght come first.
lengths: 60, 80, 120 a 150 cm / 
24, 32, 48, 60 in
CE 1019 • EN 566 • ∫

C2004
DYNEEMA SLING 8 MM      
Light, thin and still very strong.
Perfect for threads. This 8 mm sling is
ideal for all applications were weight and
strength come first.
Lengths 60 and 120 cm are color de-
marked for quick recognition and easier
gear management.
CE 1019 • EN 566 • ∫
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W1024BX
FOOTER II
ascender webbing
without maillon 
Dimension:
Min. length: 50 cm (19.7 in)
Max. length: 150 cm (59 in)
Weight: 145 g (5.11 oz.)
Rock&Lock smart buckle (steel).

W1025BX
FOOTER II
COMPLETE
ascender webbing with maillon 
Dimension:
Min. length: 50 cm (19.7 in)
Max. length: 150 cm (59 in)
Weight: 180 g (6.35 oz.)
Rock&Lock smart buckle (steel).

C2150BY
JACOB
Ultra light six staves aider
Staves reinforced with plastic keep its
shape even when loaded. Strength 500 kg. 
Strength of grab loop 100 kg.
Weight: 210 g (7.40  oz.)

slings *

C0035AO12
FLAT WEBBING
• width of webbing 16 mm (0.63 in)
• made of low stretch PES
• max. length 120 m (393 ft)
• weight: 37,7 g/m
• strength: 15 kN

C0037BB12 - black
C0037RR12 - red

TUBULAR WEBBING
• width of webbing 20 mm (0.79 in)
• made of low stretch PES
• max. length 120 m (393 ft)
• weight: 38,2 g/m (black),

39,4 g/m (red)
• strength: 16 kN (black), 17 kN (red)
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* via ferrata set

C2305XX00
EASY GO XP
COMPLETE
Shock absorber for via ferrata routes
and for adventure parks with key lock
carabiners,
type „K“ according EN 12275
Weight: 421 g (14,85  oz.) 
(incl. carabiners)

CE 1019 • EN 958

C2306XX00
EASY GO XP LOCK
Shock absorber for via ferrata routes
and for adventure parks with palm key
lock carabiners,
type „K“ according EN 12275
Weight: 500 g (17,64  oz.) 
(incl. carabiners)

CE 1019 • EN 958

C2304XX00
EASY GO XP
Shock absorber for via ferrata routes
and for adventure parks (without
carabiners)
• tying to the harness with twisted

loop for better “sling lapping” 
• impact force 4,85 kN (tested accord-

ing EN 958)
• elongation of energy absorber is 110

cm (activated)
• elastic lanyards length: 50 cm,

extended length: 90cm
• color distinction between the lan-

yards
• central eye with strength 9 kN

for resting and belaying
• recommended carabiners type K EN

12275
• new safe design

Recommended use:
• via ferrata
• ropecourse
Weight: 255 g (8.99  oz.)

CE 1019 • EN 958 
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Bor is located near the town of Police nad
Metují, specifically on the adjacent hill
south of the village Machov. It is the pro-
jection of the Polish Table Mountains with
numerous boulders (reaching a height of 6
meters) and a mountain range with rock
walls. And these very boulders have be-
come the main centres of our attention dur-
ing the last five years. Hard, fine-grained
sandstone is to be found here. This material
is one of the reasons why we took to this
place so much: It provides us with quite var-
ied climbing possibilities, from crimps to
small pockets to marvelous bulges. Overall,
climbing the "Verticals" prevails here so
strong fingers and refined technique are
what you need most. With increasing diffi-
culty, however, more overhangs appear.
They surely test out in what shape your bi-
ceps are. There is currently about a thou-
sand of boulder problems, from the least
difficult ones up to 8B, and also a lot of
other projects with estimated class 8C.
I would recommend the area to anyone who
loves climbing because the variety of levels
of difficulty and the number of available
sorts of climbing is enormous at this place.
Everyone can ruin their body here. So, Let's
rock!

Best boulders: Zlatý Drak 8A+, Pět minut
před smrtí 7C+/8A, Doktor House SD
7C+, King Kong 7C, Poklad Nibelungů 7C,
Ádr Fitness 7B+, Faraónův Hrob 7A+,
Fintova Hrana 7A+, Luciferův Bič 7A, PU 12
6B+, Šmejk Plesk 6B+.

Martin Stráník, Pět minut před smrtí 8A (SD), Motorka, Bor, Czech Republic • Photo: Petr "Pepe" Piechowicz
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Martin Stráník I bouldering area BOR
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accessories and promotional
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GEAR BAG
Made out of waterproof, durable and
washable material. 
Super durable and very convenient, this
bag takes up minimal space and stays
dry.
On the top there is transparent pocket
for your documents in format A4.

• intended for speleology and working
at high

• washable
• minimum seams
• main seams -  HF welding
• durable material
• color: yellow and black
Capacity: 35 and 50 l

S9000BB35
GEAR BAG 35 l black
S9000YY35
GEAR BAG 35 l yellow
S9000BB50
GEAR BAG 50 l black
S9000YY50
GEAR BAG 50 l yellow

EXPEDITION BAG
TARP DUFFLE
It’s not your average duffel bag… Made
from a durable laminate material, the
TARP DUFFEL is a bomber of a bag.
Amply resilient to be roughed around in-
flight, or to be transported up a moun-
tain via a yak or off-road, this is one
burly duffel bag.
For trips lasting longer, grab the 90 litres
size for ample room for your climbing
gear.

• Alpine-cut shoulder straps 
• Dual daisy chains 
• Twin haul handles on ends 
• Rugged construction with extra bar-

tacks
and double stitching 

• Four compression straps 
• Internal mesh pockets 
• Pocket on top

Capacity: 70, 90
Color: black
Weight: 1820 g (70 l), 2270 g (90 l)
(± 15g )
Material: PVC

C0046BB70 - 70 litres, black
C0046BB90 - 90 litres, black

C0053RW
FIRST AID BAG
(without contents)
Compact and light first aid bag for mini-
malists.
• ideal for all of those who wish to

choose their own contents.
• all-round zip fastener with reflective

component guarantees a good
overview and easy access.

• two attachment loops;
• insert compartment in different

sizes; zipped mesh pocket
• velcro attachment loop on the har-

ness or a hip strap of backpack
• easily removable from the harness

by one hand
• emergency whistle included
measurements: 13 x 10 x 5 cm 
material: polyamid, polyester

W1023
MONTY BAG
Bag for your gear and documents
adjustable shoulder strap
• made of high resistant and durable

fabric POLYMAR
• washable
• durable material 
• colors: grey, yellow, orange, red 

* accessories
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A0051OS
DANTE
pocket knife 
with first class toothed stainless steel
blade
Blade length 80 mm, one hand operation
and safety lock of opened knife. 
Blade - stainless steel, orange plastic
handle, stainless steel flexy clip.
Weight: 83 g

C0010S009
CADDY
• fluent adjusting of length by the help

of buckle
• webbing is laced through plastic tube

for better clipping and unclipping
• detachable chest strap helps to fix

the gear sling
• lightweight: 115 g (4  oz.)
• comfortable and ergonomicaly shaped

padding
• maximum load 20 kg
• intended for right handed also left

handed persons
Use only for your gear!

A0031BS
WORK KNIFE
Pocket knife with first class stainless
steel blade
Blade length 80 mm, one hand opera-
tion and safety lock of opened knife.
Blade - stainless steel, plastic handle,
stainless steel flexy clip.
Weight: 61 g

A003OY
RESCUE KNIFE
Special knife with first class stainless
steel ejection blade
Blade length 80 mm and safety lock of
opened knife.
Special shape of the blade with the
hook at the end for cutting of ropes or
webbing.
Other features: glass cutter, hammer for
glass window breaking, opener of elec-
trical cases - wrench.
Blade - stainless steel. Stainless steel
flexy clip
Weight: 196 g

C9091XX
BELT FOR THROUSERS
with Rock&Lock smart buckle
This buckle is used on almost every har-
ness from SINGING ROCK production. 
Size: M/L, XL

accessories *

C0006HH
GRIPPY 3/4
Made out of quality leather. Reinforced
palm area and lower part of finger area.
Intended for via ferrata and big wall
climbing. Tested in Yosemity! Free ends
of your fingers does not affect your sen-
sibility and fine manipulation with your
gear. Easy to put on thanks to special
loop.
Size: 8, 9, 10, 11

C0006BH
GRIPPY
Made out of quality leather. Reinforced
palm area. Closed fingers. Abbrasion re-
sistant. Easy to put on thanks to special
loop.
Size: 8, 9, 10, 11
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* Slackline

C0016RB10
SLACKLINE
It was rock climbers who first had the
idea some twenty years ago of stringing
up nylon webbing and walking on it. 
The story goes that there were two guys
in Yosemite Valley messing around and
balancing on a parking lot chain on
a rainy day. 
Balancing on the webbing took over their
lives for several years. They were prac-
ticing new tricks and pushing each oth-
ers to higher and higher levels of
balancing feats. They would spend all of
their time  walking on the slackline and
sharing it with others.
Slacklining greatly improves your sense
of balance while pushing your physical
and mental abilities to the limit. 

Singing Rock developed a perfect slack-
line package which includes webbing,
a ratchet and slings with Rock&Lock
smart buckles. 
All you need to set up a slackline are two
fastening buckles and one ratchet! 

• width of webbing: 25mm • 0.98 in
• made of low stretch PES 
• weight: 1230 g • 43.4 oz
• max. length 10 m • 32 ft
• maximum diameter of anchor point is

50 cm 
• maximum load 200 kg 

Slackline is intended for use near the
ground (max. height of anchor points is
1 m).
Never use this product as a highline. 

C0016RB20
SLACK LINE 20 M
Singing Rock developed a perfect slack-
line package which includes webbing,
a ratchet and slings with Rock&Lock
smart buckles. 
All you need to set up a slackline are two
fastening buckles and one ratchet! 

• width of webbing: 25 mm • 0.98 in 
• made of low stretch PES 
• weight: 1960 g • 69.14 oz
• max. length 20 m • 65 ft 
• maximum diameter of anchor point is

90 cm 
• maximum load 200 kg 

C0019RR15
SLACKLINE WEBBING
• width of webbing 25 mm (0.98 in)
• made of low stretch PES
• max. length 150 m (492 ft)
• strength: 21 kN

Slackline is intended for use near the
ground (max. height of anchor points is
1 m / 3.2 ft). 

Never use this product as a highline! 
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C1013BB - man
C1014BB - woman
T-SHIRTS BACKBONE
T-shirts – made of 100 % cotton, short
sleeves, classic round collar 
men/women 
The T-shirts SINGING ROCK are very
comfortable to wear.
size: S - XL
weight: 185 g

C1016SS, C1015 - man
C1017YY - woman

T-SHIRTS ORGANIC 
Made from 100% organic cotton and
dyed with 100% clay, double-stich on
sleeve, bottom hems and shoulder to
shoulder tape will make this T-shirt last
for many years to come. Tagless label,
relaxed fit. Ladies version with longer
and better fit. Fabric: 100% organic
cotton.
Man:
Size: S, M, L, XL
Color: grey, brown
Designs: Grand Capucin, Mountains
Woman:
Size: S, M, L
Color: pink
Designs: Eights
Organic cotton

wear *
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C1018BX
HOODY SWEATSHIRT
Made from 100 % cotton  
warm, cozy and comfortable hoody  
with a kangaroo pocket and a big hood  
style: UNIsex  
size: S, M, L, XL  
colour: black  

C1019BX - man
C1020BX - woman

SWEATSHIRT
ZIPPERED
warm, cozy and comfortable hoody  
two pockets, hood and full zipper  
style: Men, Women  
size: S, M, L, XL, XXL  
colour: black  
material:
80 % cotton, 20 % soft polyester 

* wear
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Magnum is perfect grade natural chalk
specifically designed for climbing and all
rock activites. Great for absorbing mois-
ture and creating friction between fin-
gers & palms and stone.

M3001WO35
MAGNUM BALL
35 g
Creates less dust,
less sweat and better grip.

M3001XO70T 
MAGNUM BALL
TWINS
2 x 35 g
Creates less dust,
less sweat and better grip.

M3001WO35R 
MAGNUM BALL 
REFILL
35 g
Creates less dust, less sweat and better
grip. This ball allows refilling.

M3001W30P
MAGNUM CRUNCH
300 g
For maximum sweat absorption
and friction.

M3001W10C 
MAGNUM DOSE
100 g
For maximum sweat absorption
and friction. This box allows refilling.

M3001W056
MAGNUM CUBE
56 g

M3002W150
MAGNUM LIQUID
CHALK, TUBE
150 ml
Quick-drying chalk for maximum sweat
absorption and friction. Creates less
dust, less sweat and better grip.

M3002W010
MAGNUM LIQUID
CHALK, BAG
10 ml
Quick-drying chalk for maximum sweat 
absorption and friction. Creates less
dust, less sweat and better grip

magnesium *
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C0002BBX4
CHALK BAG
LARGE
(Black with logotype)

C3000
CHALK BAG
LARGE

The chalk bags are made out of printed
polyester and polyamide material. The
inside material is fleece. Before propos-
ing the design we took into considera-
tion the requirement for continuous
circulation of magnesium and so its high
usage. The prompt closing system and
braced welt provide an easy handling of
the chalk bag.

* chalk bags

* bouldering

C0054BW00 
FACE
SINGING ROCK has prepared special two
parts crash pad with innovated and un-
usual design. Larger dimension and new
shock absorbing sandwich construction
will satisfy all climbers focused on boul-
dering.
Material: foam: 30mm Polyethylene
foam, 70mm Polyurethane foam
100% nylon, 100% + antislip nylon
Dimension: 116 x 95 x 10 cm (3,8 x 3,1
x 0,3 ft.)
Weight: 3,7 kg (130,5 oz.)

C309
BELT FOR CHALK BAG
Adjustable belt with a quick release
buckle

C3067BW00
FACE BAG
• the biggest chalk bag in our

production
• great for the gyms where sits on 

the floor
• adjustable belt
• 2 brush holders and 1 pocket
• weight: 205 g (7,23 oz.)

C0034X125 - 12,5 mm
C0034X380 - 38 mm
SUPER TAPE
• very strong
• super adhesive
• non-allergic (clinically tested)
• no glue marks on your skin 
• convenient for long-term usage
Size: 12,5 mm x 10 m (2 pcs. in
a package), 38 mm x10 m
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Those without a hat must have it.
A faithful guy who goes bouldering never
takes it off, even in the shower. Did you
know that one can lose as much as 25%
of body heat not wearing a hat? There-
fore, you should save that energy for
next eager attempts. 
Wool/acrylicmix hat with a fleece head-
band lining.

C0056RR
LET’S ROCK
red

C0057OS
BEEHIVE
orange

C0056OO
LET’S ROCK
orange

C0055BO
LET’S ROCK
black

C0057SO
BEEHIVE
grey

C0056GG
LET’S ROCK
green

C0051BH – black 
C0051HH – brown

BASEBALL HAT
Square-shaped visor. Logo on front. 
Website singingrock.com on back.

C9000BB
SKIP CAP
black powerstretch
Size: UNI

P0012BB00
MUG
Thermo cup with sturdy handle keeps
your coffe or tea hot.
Capacity: 350 ml (12.3 fl.  oz.)
Weight: 250 g (8,82  oz.)

P0010X050 – 0.5 l
P0010X030 – 0.3 l

PITCHER
Classical beer pitcher 0.5 l or 0.3 l for all
who likes climbing and all activities on
our vertical playground.

P0013BB00
MUG MAX
Thermo cup with plastic handle keeps
your coffee or tea hot.
Ideal for your drinks holder in your climb-
ing bark.
Capacity: 520 ml (18 fl.  oz.)
Weight: 300 g (10.5  oz.)

hats *

promo products *



75

CLIMBERS ON BOARD
& SINGING ROCK
Stickers with adhesive side on its face.
(intended for using on back windscreen
of your climbing bark).

GRADE TABLE
UIAA                France              Sandstone        USA
5-                    4c                    V                     5.5
5                     5a                   VI                     5.6
5+                   5a                   VI                     5.7
6-                    5b                   VIIa                  5.8
6                     5c                    VIIb                  5.9
6                     5c                    VII                    5.9
6+                   5c+                  VIIc                  5.10a
6+/7-               6a                   VIIc/VIIIa          5.10a
7-                    6a+                  VIIIa                 5.10b
7-/7                6a+/6b            VIIIa/VIIIb         5.10b
7                     6b                   VIIIb                 5.10c
7/7+                6b/6b+            VIIIb/VIIIc          5.10c
7+                   6b+                  VIIIc                 5.10d
7+                   6b+/6c             VIIIc                 5.10d
7+/8-               6c                    VIIIc/IXa           5.11a
8-                    6c/6c+             VIIIc/IXa           5.11a
8-                    6c+                  IXa                   5.11b
8-/8                6c+/7a             IXa/IXb            5.11b
8                     7a                   IXb                   5.11c
8/8+                7a/7a+            IXb/IXc             5.11c
8+                   7a+                  IXc                   5.11d
8+                   7a+/7b            IXc                   5.11d
8+/9-               7b                   IXc/Xa              5.12a
9-                    7b/7b+            IXc/Xa              5.12a

UIAA                France              Sandstone        USA
9-                    7b+                  Xa                    5.12b
9-/9                7b+/7c             Xa/Xb              5.12b
9                     7c                    Xb                    5.12c
9/9+                7c/7c+             Xb/Xc              5.12d
9+                   7c+                  Xc                    5.12d
9+                   7c+/8a             Xc                    5.13a
9+/10-             8a                   Xc/XIa              5.13a
10-                  8a/8a+            Xc/XIa              5.13b
10-                  8a+                  XIa                   5.13b
10-/10            8a+/8b            XIa/XIb            5.13c
10                   8b                   XIb                   5.13d
10/10+            8b/8b+            XIb/XIc             5.13d
10+                 8b+                  XIc                   5.14a
10+/11-           8b+/8c             XIc/XIIa            5.14a
11-                  8c                    XIIa                  5.14b
11-                  8c/8c+             XIIa                  5.14b
11-/11            8c+                  XIIa/XIIb           5.14c
11-/11            8c+/9a             XIIa/XIIb           5.14c
11                   9a                   XIIb                  5.14d
11/11+            9a/9a+            XIIb/XIIc           5.14d
11+                 9a+                  XIIc                  5.15a
11+/12-           9a+/9b            XIIc/XIIIa          5.15a
12-                  9b                   XIIc/XIIIa          5.15b

P0015XX00
BAMBOO CUP
Have you ever wanted to drink from
a cup that has been grown?
Naturally grown, each cup is unique and
self insulating. Made from 100% bamboo,
these cups are biodegradable, and can
be composted when you are finished
with one.

Material: 100% Eco Friendly Bamboo (2
years from seed to cup)
Care: Cups should be seasoned by leav-
ing tea in overnight before first use.
Hand rinse with hot water. Do not use
soap. In a dry climate, don't let the cup
dry to quickly, or it will crack.
Capacity: aprox. 250 ml (8.45 fl.oz.)

* promotional



Warning: Activities at height such as
climbing, via ferrata, caving, rappelling,
ski-touring, rescue, work at height and
exploration are dangerous activities,
which may lead to severe injury or even
death.
Thus the following is essential before
use: careful reading and understanding
of the instructions for use acquaintance
with the possibilities and limitations of
the product adequate apprenticeship
in appropriate techniques and methods
of use understanding and acceptance of
the risk involved.
In case of doubt or problem of under-
standing, contact SINGING ROCK.

Singing Rock
Poniklá 317
CZ-512 42 Poniklá
e-mail: info@singingrock.com
tel.: +420 481 585 007
fax: +420 481 540 040

www.singingrock.com

Base Camp, south-east face Grand Kapucin, Mont-Blanc, France • Photo: Pavel Nesvadba
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